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(57) Abstract: The invention provides an installation for the production of hydrogen and/or carbon monoxide and/or a mixture of 
hydrogen and carbon monoxide, by separating a mixture to be processed (1). Said installation comprises a production apparatus 
(9), for producing a feed mixture (3) which contains at least carbon monoxide and hydrogen, a separating unit (BF), means for 
supplying the feed mixture to the separating unit (3, 4), means for collecting hydrogen and/or carbon monoxide and/or a mixture of 
both products (7, 8), derived from the separating unit, means for drawing off at least one recycling gas (6) from the separating unit, 
means for returning said recycling gas upstream of the separating unit, for separating said gas simultaneously with the feed mixture 
from the production apparatus and means for modifying the rate and composition of said feed mixture, by modifying the operation 
of the production apparatus, according to the rate and composition of said at least one recycling gas. 



S (57) Abrege : Une installation de production d'hydrogene et/ou de monoxyde de carbone et/ou d'un melange d'hydrogene et de 
monoxyde de carbone par separation d'un melange a traiter (1) comprend un appareil de production (9) pour produire un melange 
O d'alimentation (3) contenant au moins du monoxyde de carboneet de l'hydrogene, une unite de separation 
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(BF), des moyens pour envoyer le melange d'alimentation a l'unit£ de separation (3, 4), des moyens pour recueillir de Itiydrogene 
et/ou du monoxyde de carbone et/ou un melange des deux derives de l'unite* de separation comme produit(s) (7, 8), des moyens pour 
deriver au moins un gaz de recyclage (6) de l'unite de separation, des moyens pour envoyer le gaz de recyclage en amont de l'unite 
de separation, pour etre s6par£ en meme temps que le melange d'alimentation provenant de l'appareil de production, et des moyens 
pour modifier le debit et la composition du melange d'alimentation en modifiant le fonctionnement de rappareil de production en 
fonction du debit et de la composition du au moins un gaz de recyclage. 



